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conductance phenomena in a metallic system.29,40 In this
method, a metallic wire containing a narrow constriction is
mounted on a flexible substrate and bent using a piezoelectric
actuator. While the constriction thins to single-atom
dimensions and eventually breaks, a voltage (V) is applied
across the wire and current (I) is measured as a function of
displacement. Reversing the bending restores contact, enabling
conductance measurements over thousands of breaking and
rejoining cycles. Experiments utilizing the MCBJ technique
revealed that the conductance of Au, Ag, and Cu atomic
contacts is quantized in units of G0 = 2e2/h, where e is the
charge of the electron and h is Planck’s constant. This is
consistent with the electronic configuration of Group 11
metals, where the d orbitals are fully occupied and a singly
occupied s orbital provides a single, fully transmitting channel
for conduction. In contrast, other metal atomic contacts (e.g.,
Pt, Al, Pb, Nb) have several channels that are only partially
open, reflecting the contributions from their partially filled s, p,
and/or d orbitals.41−43

In 1993, Agraiẗ and colleagues adapted the BJ method for
use within an STM setup.33 In the STM-BJ technique, the
STM tip is brought into and out of contact with the substrate
under an applied bias, while the current is continuously
measured as a function of the tip−sample displacement. This
allows the generation of conductance−displacement traces
analogous to those obtained in MCBJ experiments. Using this
approach, Agraiẗ et al. reported clear signatures of conductance
quantization in Au and Pb point contacts.33 Measurements of
the conductance of single-molecule junctions were first made
using the MCBJ method in 1997 when Reed et al.2 recorded
current−voltage characteristics across a gold nanogap coated
with 1,4-benzenedithiol. This was soon followed by experi-
ments measuring a range of molecules from H2 to complex
organic systems.31,44−49 Molecular conductance was also
measured in electromigrated break-junctions,50−53 a similar
technique in which a current is used to break a micron-scale
notched metal wire as opposed to mechanical bending.20,54

In 2003, Xu and Tao were the first to introduce molecules
into STM-based break junctions, measuring the conductance
of alkanedithiols and 4,4-bipyridine.3 After separating Au
electrodes in a solution of target molecules, sub-G0
conductance steps were observed in conductance-displacement
traces, corresponding to molecular bridges formed by S−Au
and N−Au coordination. In 2006, Venkataraman et al.
demonstrated that amine-terminated molecules yield highly
reproducible conductance signatures,55 enabling numerous
systematic studies mapping the relationships between molec-
ular structure and charge transport.56 Following these
foundational experiments, the STM-BJ technique has been
widely used to probe structure−function relationships and to
explore numerous chemical and physical phenomena at the
single-molecule level including quantum interference,57−60

thermoelectric effects,61−63 electrochemical switching and
gating,64,65 reactivity,66−70 and optoelectronic function,71−73

to name a few. STM-BJ offers numerous unique advantages in
comparison to similar techniques. The experimental setup is
straightforward and easily implemented using low-cost,
commercial electronic parts. No complex tip fabrication is
required and measurements can be performed under ambient
conditions in air or solvent. This simplicity combined with the
robust, stable junction environment allows high throughput;
thousands of junctions can be measured over a period of hours
to ensure statistically meaningful results. Since measurements

are solution-compatible, diverse structures can be explored
with minimal sample quantities (1 mg or less). The method is
also highly customizable and can be coupled with other
microscopy- and spectroscopy-based tools.

Results from conductance experiments can be compared
with density functional theory (DFT) calculations to explain
trends across molecular families and understand the impact of
a molecule’s electronic structure on the measured conduc-
tance. This enables the identification of the nature of charge
transport (e.g., electron or hole transport), and the impact of
quantum interference effects on conductance enhancement or
suppression. Conductance originates from electron trans-
mission between the two electrodes; it is governed by the
Landauer formalism and is determined through calculations of
transmission probability. Transmission depends on the extent
to which the molecular orbitals are coupled to the metal
electrode (broadening or narrowing the resonances), and the
energetic alignment between these orbitals and the electrode
Fermi level. When the dominant transport orbitals (i.e., those
energetically closest and coupled to the electrode) are
energetically far from the Fermi energy, transport is through
a coherent off-resonance mechanism; if a dominant orbital falls
within the experimental bias window, conductance is through a
resonant mechanism (Figure 1b).74

As an example, we illustrate calculated transmission across a
molecular junction of 4,4′′-diamino-p-terphenyl (pTDA)
bound between two Au electrodes in Figure 1d. The
transmission function is calculated using the nonequilibrium
Green’s function (NEGF) method as implemented in the FHI-

Figure 1. a) Illustration of the forming and breaking of a single-
molecule junction: electrodes are brought into contact, retracted to
establish a single-atom Au point contact, further separated to form a
Au-molecule-Au junction, and finally separated completely. b)
Schematic depicting on- and off-resonant transport regimes. In a
low bias measurement, conducting orbitals are typically far from the
experimental bias window (left panel). When the bias is increased and
a conducting orbital can be accessed directly, resonant transport
occurs (right panel). In this scheme, the bias window opens
symmetrically about EF, as is expected in an air/nonpolar solvent
environment (see Part 5). c−e) DFT-based transmission calculations
for 4,4′′-diamino-p-terphenyl (pTDA). The transmission function
shown in (d) is calculated for a single pTDA molecule bound to 2 ×
22-atom model electrodes. The eigenstates at the resonances close to
EF closely match the orbital isosurface calculations of HOMO (c) and
LUMO (e) for the isolated molecule.
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aims software package with the PBE functional.75−79 We follow
a standard procedure in which we first optimize the geometry
of the isolated molecule with a single Au atom attached at each
nitrogen atom. We next append Au21 clusters onto the Au
atom at each side to mimic the electrodes, and then compute
the transmission using the AITRANSS package.75−77 Results
from these calculations are shown in Figure 1c-e, highlighting
the orbitals responsible for transmission, along with eigenstates
at the resonances. We compare these eigenstates with
isosurface calculations of the frontier orbitals in an isolated
molecule (Figure 1c and 1e), where we see a strong similarity.

Since the current is proportional to the integral of the
transmission curve within the applied bias window, con-
ductance trends across multiple molecules can be evaluated by
comparing the transmission at the Fermi energy. These
calculations that use low-rung functionals (e.g., PBE) over-
estimate the conductance relative to experiments due to errors
inherent to the DFT-based method75,77 and are therefore used
to examine trends in experiments rather than for quantitative
accuracy. Further details on transport calculations can be
found in reviews elsewhere.34,80

2. INSTRUMENT DESIGN
A unique and attractive benefit of the STM-BJ technique is
that the instrument can be constructed from commercially
available parts. While instrument details in individual
laboratories may vary, the fundamental setup requires moving
the STM tip relative to the substrate with sub-angstrom
precision, applying a voltage across the molecular junction, and
measuring the pA-�A scale junction current at kilohertz speeds
to determine the conductance. The motion and simultaneous
measurements of junction current and voltage are controlled
through an automated experimental procedure, enabling the
collection of thousands of conductance versus displacement
traces for statistical analysis without data selection. The
equipment required for such a setup is listed below, including
the exact parts used in our lab.

(1) Tip and sample holders (custom).
(2) Piezoelectric actuator to control tip/substrate relative

motion with sub-angstrom precision (Mad City
Laboratories HSZ or Physik Instrumente P-840.10).

(3) Coarse-approach motor to bring the tip close to the
substrate within the travel range of the piezo (Newport
NSA12 or Newport Agilis AG-LS25).

(4) Current amplifier to convert pA-scale junction currents
to measurable voltage signals (Keithley 428-PROG or
Femto DLPCA-200 or NF Corporation CA5350).

(5) A clean, low-noise voltage source for the junction bias
and piezo voltage (National Instruments Data Acquis-
ition Card PXI-4461 or PXI-4468).

(6) Data acquisition system to collect data and allow
communication between the instrument and computer
(National Instruments Data Acquisition Card PXI-4461
or PXI-4468).

(7) Vibration isolation for the setup such as a bungee
system, an active isolation table (HWL Scientific TS-
150), or an air table (may require an additional layer of
vibration isolation materials).

(8) Acoustic/electrical isolation chamber (Faraday cage) to
prevent noise from interfering with the measurement
(custom).

A photograph of an example STM-BJ setup is shown in
Figure 2. A segment of Au wire with a diameter of 250 �m

(Fisher Scientific 11337058, 99.998% purity), approximately
3−8 mm in length, serves as the tip. The tip is held in place by
a custom-machined mechanical holder (Figure 2b). A steel
AFM/STM 10 mm diameter sample disc (TedPella 16207),
coated with a 100 nm-thick layer of Au through thermal or e-
beam evaporation serves as the substrate (Figure 2c). Both the
tip and substrate are mounted on small permanent magnets,
which provide sufficient mechanical stability to prevent lateral
(x−y) motion or wobbling during vertical (z-axis) actuation.
Figure 2d shows a zoomed-in photo of a hand-cut tip driven
into contact with a Au-coated substrate. To measure the
conductance, a voltage is applied to the tip (or the substrate)
using a data acquisition card and current from the substrate (or
the tip) is measured using the transimpedance (current)
amplifier. All wiring is made with coaxial cables to shield the
signals from AC noise.

Relative motion of the substrate and tip along the z-axis is
achieved through a combination of two mechanisms: a coarse-
approach motor provides �m-scale movements for the initial
approach while setting up the instrument for an experiment,
and a piezoelectric actuator enables sub-angstrom-scale
precision movement during the measurement. In the setup
shown in Figure 2, the coarse-approach motor raises and
lowers a steel platform to which the tip is secured, while the
piezo moves the substrate. Note that many variations of this
design are possible; the piezo can be positioned to move either
the tip or the substrate. The coarse-approach motor is
controlled through software provided by the manufacturer,
while the piezo actuator moves in response to a voltage applied
through the STM-BJ electronics. The piezo movement is
initially calibrated using interferometry. After calibrating a
reference piezo, piezos in other setups can be calibrated

Figure 2. a) STM-BJ experimental setup on a vibration isolation table
in an acoustic and electronic isolation box. The tip is magnetically
secured to an upper platform that can be raised and lowered by a
coarse-approach motor with sub-�m-scale steps. The substrate is
positioned on a magnetic stand coupled to a piezoelectric actuator for
sub-angstrom-scale steps. b) Custom-machined tip holder. c)
Substrate made from a steel disc coated with 100 nm of Au. d)
Close-up image of a Au wire tip driven into contact with a substrate.
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relative to the first by matching the plateau length of a known
molecular junction.

A circuit diagram of a sample STM-BJ setup is shown in
Figure 3. The tip and substrate are moved in and out of

contact with sub-angstrom-scale control using a piezoelectric
actuator. Experimental parameters including piezo motion
(driven by voltage VP) and the applied junction bias VA are set
within an experimental user interface and a 24-bit digital to
analog converter outputs these voltages to the instrument.
Current Iin flows across the junction electrodes in response to
VA and a current amplifier converts this to a voltage signal VK.
A gain is set within the user interface and is communicated
directly to the current amplifier, which determines the
detection sensitivity (VK/Iin = 10Gain). To prevent overload
of the amplifier, a series resistor Rseries (typically 10 Ω - 1 MΩ)
is used to limit current when electrodes are in contact. The
resistor also attenuates voltage in regimes of low resistance
when the junction resistance is smaller than the series
resistance. This enables measuring a larger dynamic con-
ductance range without having to change the amplifier gain.
Care should be taken to tailor the value of Rseries to the
conductance of junctions being measured (smaller Rseries for
higher conductance), to avoid significant proportions of the
applied bias from dropping across Rseries rather than across the
junction. The analog to digital converter collects VK from the
current amplifier and VM, the actual junction bias measured
after the series resistor, and communicates this data to the user
interface. Conductance is then calculated as G = Iin/VM. Note
that a voltage follower might be necessary depending on the
input impedance of the actual data acquisition cards used in
the setup. If the input impedance is low (e.g., 1 MΩ), the
measured VM will be less than the true junction bias; a voltage
follower prevents a significant discrepancy.

The STM-BJ instrument is exquisitely sensitive to external
vibrations, including acoustic noise. Setups should be
constructed on a vibration-isolated surface (e.g., an air table,

active vibration isolation, or suspended using long bungees)
and either acoustically shielded or located in a quiet room. The
mechanical design integrating the tip, substrate, magnets,
piezo, and stepper motor is flexible and can be implemented in
a number of ways. However, it is crucial that the tip and
substrate are vibrationally isolated as a single rigid assembly
(for example, connected to a common large metal block),
ensuring that any relative motion arises solely from the
controlled actuation of the piezo or coarse-approach motor.
Instrument cables should not be bundled or constrained, as
overly stiff or tensioned cables can transmit vibrations that can
be seen in the conductance traces.

Measurements are also highly sensitive to competing
electronic noise, particularly from nearby AC power sources
and electronic devices. Proper grounding is essential and
should be achieved using high quality BNC coaxial cables with
intact shielding and secure, tight connections. The shield must
remain continuous throughout the setup and should be
extended to any exposed metal components that could act as
antennas. To prevent ground loops, all ground shields of the
coaxial cables collecting data for the measurement should be
connected to the same ground. It may be necessary to enclose
the setup in a Faraday cage or similar shielding box to further
protect the measurement from unwanted electrical interfer-
ence. Electronic noise can be further minimized by physically
spacing AC-carrying cords and devices away from DC data
lines. Mechanical vibrations, acoustic noise, and AC pickup all
result in easily recognizable artifacts in conductance traces,
shown in Part 3.

3. DATA COLLECTION
STM-BJ data is typically collected with an automated
experimental procedure implemented in instrument-control
software (e.g., Igor Pro). Once parameters (e.g., bias voltage,
tip−substrate displacement distance) are set, the measurement
can be run with minimal manual intervention. However, the
measurement should be actively monitored, as some errors
require pausing the experiment for parameter adjustments or
mechanical troubleshooting. During data acquisition, the tip
and substrate are repeatedly driven in and out of contact.
During these make-and-break cycles, a bias is applied across
the junction, the current is continuously recorded, and
conductance is calculated in real time. For each cycle,
conductance is plotted against the relative tip−substrate
displacement, and these traces can be monitored to assess
data quality and experiment stability. In this section we
describe the preparation of the tip and substrate for
experiment, the interpretation of conductance-displacement
traces with recommended troubleshooting steps, and the
experimental parameters necessary for experiment automation.
3.1. Tip and Substrate Preparation
Au is the most commonly used electrode material for STM-BJ
experiments, as it exhibits quantized conductance steps in
integer multiples of 1 G0 and is resistant to oxidation under
ambient conditions. Other conductive metals such as Pt/Ir
have also been used for tips.81,82 When paired with an Au
substrate, a thin layer of Au coats the Pt/Ir tip apex, such that
the experiment still effectively probes Au−Au point contacts.
Here we provide instructions for the preparation of Au
electrodes as this is the most widely adopted configuration.

The STM tip is prepared by cutting a segment of 250 �m Au
wire at an acute angle using clean, sharp wire cutters. Under a

Figure 3. STM-BJ diagram. A Au tip and substrate form the junction
electrodes. A voltage VP is applied to the piezoelectric actuator to
control relative motion of the tip and substrate. A junction bias of VA
is applied across the electrodes with a resistor Rseries in series. The
actual junction bias VM is recorded. Current Iin across the electrodes is
converted to a voltage VK by the transimpedance amplifier. All
voltages are measured using a National Instruments data acquisition
card.
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microscope, the tip should appear pointed but not overly
tapered or needle-like. Excessively thin tips are prone to
bending or deformation after repeated contact. With
experience, it is not necessary to check the tip under a
microscope each time. Au-coated substrates can be cleaned
using a UV-ozone or plasma cleaner, which removes organic
contaminants and ensures a clean surface for junction
formation. Before any experiment, it is essential to verify the
integrity of the tip and confirm the instrument is functioning
properly by collecting 1000 conductance−displacement traces
of clean Au−Au contacts at 100 mV bias. These preliminary
measurements ensure a functioning and stable tip, confirm a
clean tip and substrate surface, and identify any sources of
mechanical or electrical noise before a sample is added.
Troubleshooting is far simpler without added molecular
solutions, so any issues should be resolved at this stage.
3.2. Conductance-Displacement Traces

To begin a measurement, the tip and substrate are brought
together by the piezoelectric actuator until electrical contact is
established, as indicated by a sufficiently high conductance
reading (e.g., ≫5 G0). They are then pulled apart while
continuously recording the current, from which conductance is
calculated and displayed as a function of tip−substrate
displacement. As the contact narrows from bulk to a few
atoms, the conductance decreases in quantized steps, close to
integer multiples of the conductance quantum G0 = 2e2/h. A
short plateau at 1 G0 corresponds to a single-atom Au contact.
Upon breaking this contact, the conductance drops sharply by
several orders of magnitude to the instrument’s noise floor, the
level of which varies depending on the gain of the amplifier, the
amplifier bandwidth at the measurement speed, the bias
applied, and the extent of shielding from environmental noise.
Conductance-displacement traces that show sharp, well-
defined plateaus at or near 1 G0 followed by a clean break
are strong indicators of a well-prepared tip and clean substrate.
An example trace showing these features is provided in Figure
4a. After collecting 1000 Au−Au traces, the system is
considered ready for molecular measurements.

STM-BJ measurements are typically performed in solution at
room temperature. Samples are prepared in nonpolar, lower-
volatility solvents83 such as 1,2,4-trichlorobenzene (TCB) or

tetradecane (TD). Nonpolar solvents minimize background
conduction through the solution while high boiling points
ensure that in the time it takes to collect several thousand
traces (at roughly 1−2 s/trace), the small solution volume (less
than 100 �L) will not be reduced significantly by evaporation.
Measurements in lower-boiling solvents can be performed by
building a fluid cell around the substrate using a larger volume
of solution, though this complicates the measurement and can
lead to cross-contaminations from the fluid cell. Polar solvents
(e.g., propylene carbonate) may be used, but require additional
considerations discussed in Part 5, such as insulating the tip to
avoid background conduction through the solution. Measure-
ments can also be performed in solvent-free conditions by dip-
coating the substrate in an aqueous or volatile solvent solution
containing the analyte molecule, then allowing the solvent to
evaporate prior to measurement.84−86 This technique avoids
some solvent-related constraints related to polarity, solubility,
and evaporation during the measurement.

When performing solution-phase measurements, concen-
trations are typically 50−150 �M. In this range, a high
percentage of traces show molecular junction formation, and
single-molecule junctions are more probable than junctions
bridged by two or more molecules simultaneously. Due to the
sensitivity of the STM-BJ technique, solvents and samples
must be of high purity (typically >98%). Impurities can
interfere with junction formation, contaminate the electrodes,
and introduce false peaks. A few drops (20−50 �L) of solution
are deposited directly onto the substrate.

When a sample is added and a conducting molecule bridges
the electrodes, an additional plateau appears after breaking the
Au−Au point contact between 1 G0 and the instrument noise
floor (Figure 4b). For the purpose of this tutorial, example
measurements presented in this section contain pTDA, a
molecule that has been extensively studied in STM-BJ
experiments and exhibits a clear molecular conductance
signature. Junctions with pTDA form via Au−N coordination,
where the amine lone pair binds to the Au electrodes through a
donor−acceptor bond.55,56 Amine linkers yield some of the
most reproducible STM-BJ conductance signatures, along with
pyridine and methylthio (-SMe) groups. More detailed
information on the selection and performances of various
linker groups compatible with STM-BJ measurements can be
found in other works.36,87−90

The length of this molecular plateau correlates approx-
imately with the length of the molecule as measured between
the anchoring groups.91 Upon breaking the Au−Au atomic
contact, the electrode geometries relax in a process known as
electrode “snapback,” which results in the measured displace-
ment underestimating the electrode separation, and a
mismatch between plateau lengths and true molecular
lengths.91,92 The snapback distance varies depending on the
electrode geometry and experimental conditions such as
temperature93 or solvent environment.94 Therefore, it is
incorrect to assume or apply a fixed snapback value (for
instance, 0.5 nm) across all measurements. The extent of the
snapback also varies from trace to trace, which contributes to
the variation in plateau lengths observed in histogram analysis.

Conductance plateaus vary in shape and duration due to
changes in tip geometry (including snapback), molecule
conformation, and Au-linker binding configurations.95,96 This
is evident in both the fluctuations within a single plateau and in
comparing features between individual traces. Conductance
measurements are typically made at a data acquisition rate of

Figure 4. a) Sample conductance-displacement trace from a
measurement of clean Au−Au contacts at 100 mV bias. At 0 nm
displacement, the Au−Au contact conductance is greater than 5 G0. A
plateau corresponding to single atom contact at 1 G0 breaks cleanly to
instrument noise at a displacement of approximately 2.4 nm. Inset:
linear scale graph showing integer multiples of G0 as Au−Au contact
narrows from a 3- to 1-atom cross-section. b) Sample trace from
measurement of 100 �M pTDA in TCB at 250 mV bias. Note that the
noise floor is lower as compared with (a) as the bias is higher. Inset:
pTDA structure coordinated to Au electrodes via N lone pairs.
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40−100 kHz, and any fluctuations in the measured current are
due to slower processes. Changes in conductance that occur at
rates faster than 1 �s (e.g., changes resulting from bond
rotations) cannot be directly captured in the time domain
using standard current amplifiers, considering their bandwidths
at these acquisition rates. Only the influence of these effects on
the most probable conductance of a junction may be
established.97 To draw conclusions from single-molecule
junction measurements, thousands of individual traces must
thus be collected and analyzed; ensemble averaging can
provide representative conductance values and structure−
function relationships.
3.3. Diagnosing Errors from Traces

As mentioned above, 1000 preliminary traces with clean Au
contacts must be collected prior to introducing a sample
solution. These traces can be visually assessed to quickly
identify and resolve problems related to the contacts,
electronics, or experimental parameters. Here we provide a
few common features of problematic traces and trouble-
shooting suggestions.

Poor tip geometry or a dirty tip/substrate are the most
common causes of many irregularities in traces. Traces that
lack a clearly defined G0 plateau (Figure 5a) and instead show
a gradual conductance drop in this region may indicate a
poorly formed tip. Another indicator of a weak or unstable tip
may be Au−Au contact failing to break or requiring a long tip−
substrate displacement (>5 nm) for conductance to drop to
the instrument noise floor (Figure 5b). The Au surfaces at
room temperature are dynamic; the geometries of both the tip
and substrate are reformed each time they make contact, so
these errors are sometimes resolved over time as more data is
collected. However, the persistence of these problems over a
few hundred traces would indicate that the bulk structure of

the tip is not suitable or unstable. Therefore, if traces are highly
irregular, fail to break to the instrument noise floor, or
repeatedly show noisy/sloped transitions, a simple first
troubleshooting step is to recut the tip. This often resolves
issues related to the shape of the Au contacts. The Au surfaces
can also be reshaped by pausing the automated experiment and
using the piezo control to manually move the tip a few
hundred nanometers in and out of contact several times.
Similarly, traces may show an abrupt drop from many-atom
contacts (>10 G0) to instrument noise without a defined 1 G0
step (Figure 5c). This indicates a blunt, nontapered tip shape,
and can also be resolved by recutting or by using the piezo
control to manually reshape.

Custom algorithms in the data acquisition code can be
introduced to identify and discard occasional traces that do not
exhibit clear features at 1, 2, or 3 G0 (indicating no Au−Au
point contacts are formed) or those which do not break to the
instrument noise floor, as these are considered incomplete and
are excluded from histogram analyses. If conductance traces
show gradual, noisy declines to the instrument noise floor
rather sharp drops (Figure 5d), or if sub-G0 plateaus appear
before introducing the sample solution (Figure 5e), the tip or
substrate may be contaminated and both should be replaced.

One-dimensional (1D) conductance histograms (discussed
in detail in Part 4) can be set to automatically generate for
every 100 traces recorded. Monitoring these histograms
alongside the individual conductance traces helps assess data
quality in real time, such as the consistency of the G0 peak and
the extent of any contamination present. Errors can disappear
as the tip geometry evolves; if noisy traces are very infrequent
and do not impact the appearance of the histograms, the
experiment can proceed.

The initial set of Au−Au measurements also serves as a
valuable diagnostic tool for mechanical issues. As shown in

Figure 5. Common problems in conductance traces, such as a) sloping or poorly defined G0 plateaus, b) junctions that fail to break or require long
displacements to break within the preprogrammed excursion, c) abrupt drops to noise from many-atom contact without establishing single-atom
contact (the spike at 2.3 nm is due to the Butterworth antialias filter in the data acquisition card which is prominent when there are large changes in
conductance), d) sloping or tapering at low conductance values near the instrument noise floor, e) sub-G0 conductance features in clean Au−Au
measurement before sample is present, f) acoustic noise at around 700 Hz (inset: expanded view showing conductance fluctuations), g) mechanical
vibrations at 20 Hz, in this case caused by a vibration isolation malfunction, or h) AC electrical noise resulting from ground loops.
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Figure 5f-h, acoustic, mechanical, and AC electrical noise
sources produce identifiable artifacts in conductance traces.
Acoustic noise (Figure 5f) results in high-frequency oscillations
and can arise from poor sound insulation or sudden loud
sounds (e.g., talking, doors slamming). Mechanical vibrations
(Figure 5g) result in lower frequency, irregular oscillations of
varying amplitude, often caused by inadequate vibrational
isolation, loose components, or imperfect physical contact
between parts and magnets, to name a few. These are easiest to
identify when using a pulling rate of 5 nm/s or slower. AC
electrical noise from nearby sources (Figure 5h) appears as
highly periodic oscillations at the mains frequency (50 Hz in
Europe, India, China, or 60 Hz in the USA, for instance) and
often results from improper grounding. Persistent AC noise
can be rectified with an electronically insulating Faraday cage
around the instrument, and by removing any ground loops in
the instrument.

Another potential issue arises when the electrical contact
near the tip and substrate is interrupted; for example, when
solvent or analyte from a previous experiment has created an
insulating layer between the substrate and its holder or at the
tip holder. This can result in a lower applied bias and difficulty
achieving high-conductance tip−substrate contact. Notably,
small additional resistances in the circuit will result in the 1 G0
peak being shifted to lower conductance (e.g., 0.9 G0). It is
therefore important to keep all instrument parts solvent free
and ensure that all points of electrical contact are kept clean
and dry.
3.4. Experimental Parameters
Numerous parameters can be optimized to ensure data are
accurately recorded and contact forms and breaks reprodu-
cibly. A list of parameters is provided in Table 1, along with the

default values used in our lab. All parameters can be adjusted
to fit the needs of different data acquisition systems and
experimental setups. The acquisition rate determines how
frequently data points are measured, which in turn sets the
resolution of conductance traces. This rate depends on the
analog to digital converters used in the instrument. In our lab,
the maximum is 200,000 samples/s using the National
Instrument PXI-4461 card. However, the rate must be chosen

to ensure that it is within the bandwidth of the current
amplifier at the specific gain setting used. The amplifier gain
sets the range of currents that can be measured. A gain of 1
�A/V is sufficient to measure molecules with a conductance
above 10−6 G0. Measuring lower conducting molecules requires
a higher gain (0.1 �A/V) and slower pulling speeds.

The remaining parameters relate to the automation of the
tip−substrate relative motion. Pull speed defines how quickly
the piezo withdraws the substrate from the tip (or the tip from
the substrate). The pull speed can be optimized for each
individual setup and will depend on the specifications of the
piezo, current amplifier, and data acquisition system. Pulling
too slowly may allow more vibrations to impact the data. Our
lab has used pull speeds ranging from 1 to 750 nm/s, though
the data quality is reduced at high speeds.98 The excursion is
the set displacement distance. If traces are consistently
breaking toward the end of the total displacement distance,
or if long molecules are being measured, it is advisable to
increase the excursion to ensure all junctions break and
instrument noise is detected before the next trace starts. For
example, if a 1 nm long molecule is measured, a good starting
excursion is 7 nm. For much shorter molecules, a 5 nm
excursion is sufficient. Increasing the excursion can also help
maintain a usable tip condition when measuring analytes
capable of strongly binding and distorting the electrode
surfaces (e.g., thiols). The contact threshold defines the
conductance when the tip and substrate are brought into
contact to indicate that separation of the contacts can be
initiated. Contact step size defines the incremental distance by
which the electrodes are brought together to establish contact.
In our lab, the approach trace is not recorded and the substrate
moves toward the tip in large steps to decrease data acquisition
times. Reducing the step size allows finer control and reduces
the risk of creating very large contacts at the start of the trace.

Periodically throughout the measurement, the tip and
substrate are brought into extended contact to reshape the
electrodes more substantially than during a standard trace. The
deep indentation interval determines how often this event
occurs; we typically set deep indentation to occur once per 50
traces collected. The extent of this contact is defined by the
deep indentation approach and deep indentation retraction
distances. This periodic reformation of the Au contact ensures
that the tip and substrate surfaces are changed considerably
throughout the measurement to sample different contact
geometries for molecular junctions.

4. DATA ANALYSIS: CONDUCTANCE HISTOGRAMS
Once several thousand conductance−displacement traces have
been recorded, the resulting data can be analyzed statistically
without selecting or filtering individual traces. In typical STM-
BJ experiments, the molecular junction formation or “pickup”
rate is relatively high; for molecules that are 1 nm or longer,
this rate is greater than 90% as long as solution concentrations
are at least 10 �M. As a result, all consecutively recorded traces
should be included in the analysis, regardless of whether a
molecule appears to be present in each individual trace. It is
unnecessary to filter out traces that do not show a molecular
conductance plateau and instead show a clean drop from 1 G0
to the noise floor, as these traces do not significantly alter the
histograms. Filtering out data that have sloped plateaus or
other unexpected features may introduce selection bias and
obscure important physical or chemical insights, such as
multiple binding geometries or low-probability events.

Table 1. Key Experimental Parameters for Automated STM-
BJ Measurements�

Parameter Default Setting

Acquisition rate 40000 samples/s
Amplifier gain 1 �A/V
Pull speed 20 nm/s
Excursion 5 nm
Contact threshold 5 G0

Contact step size 0.5 nm
Deep indentation interval 50 traces
Deep indentation approach 30 nm
Deep indentation retraction −40 nm

aTypical default values used in our lab are provided. Data acquisition
parameters define how data signals are recorded, while motion control
parameters (pull speed, excursion, contact threshold, contact step
size) dictate the tip-substrate movement in each trace. Deep
indentation parameters dictate the periodic, controlled reformation
of the Au contacts to maintain stable tip geometry during extended
data collection and to ensure that a large set of electrode geometries
are sampled during the measurements.
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The most common methods of data presentation are one-
dimensional (1D) conductance histograms and two-dimen-
sional (2D) conductance−displacement histograms. Individual
traces are smoothed prior to generating histograms. In our
analysis, we apply a box smoothing (level 11) to all traces. In a
1D histogram, conductance bins are generated on a
logarithmic scale. We use 100 bins per decade and accumulate
all conductance data in these bins. These 1D histograms are
then plotted as counts per trace versus conductance. When
comparing the 1D histograms in Figure 6 with and without a
molecule present, it is important to note that the noise floor
peak shifts to slightly lower conductance in Figure 6c, e. This is
a result of increasing the bias from 100 mV to collect the initial
Au−Au traces, to 250 mV for the molecular measurement.
Since the noise floor is dictated by the smallest current that can
be measured with the current amplifier, a higher bias yields
higher currents and thus conductance peaks are more
distinguishable from the noise floor.

In early STM-BJ literature, histograms were often con-
structed with linear binning. This provides high resolution at
higher conductance values (e.g., for studying point contacts),
but lower conductance features may be obscured and broad
peaks would be seen simply as increased counts and not a clear
peak. Logarithmic binning was introduced by Gonzalez et al. in
2006.100 They showed that the tunneling background in
conductance traces�appearing as an increasing count at low
conductance in linearly binned histograms�transformed into
a constant background when logarithmic binning was applied.
We also found that broad conductance features in linear
histograms become well-defined peaks on a logarithmic scale,
facilitating quantitative analysis by Gaussian fitting to extract
characteristic conductance values of molecular junctions.
Importantly, there is no single “correct” method for
representing the data; rather, each approach emphasizes
different aspects of the distribution. A clear understanding of
the distinctions and limitations of linear versus logarithmic
binning is therefore essential for accurate interpretation.
Figures 6b-e provide comparisons of logarithmically binned
and linearly binned 1D histograms generated from the same
data sets. The pTDA conductance feature (Figure 6e) appears
in a linearly binned histogram as a broad peak on a sloped
background with an onset at approximately 10−3 G0.
Logarithmic binning is now standard for reporting molecular
conductance data, although the conductance values obtained
from logarithmically binned data are skewed to higher values as
shown in Figure 6.100

The histogram resolution is best if a minimum data set of
3000 traces is used. As shown in Figure 7, histograms
constructed from 10 traces are highly jagged, and the
conductance maximum observed in the 1D histogram does
not necessarily correspond to the most probable conductance
value. However, as additional traces are compiled�100, 1000,
and 10000�a clear conductance distribution emerges. At high
trace counts, the histogram peak between 10−4 and 10−3 G0
develops a well-defined Gaussian profile (Figure 7d), from
which a statistically meaningful peak value can be extracted
through a least-squares fit to the data.

When fitting the data, the following points must be taken
into consideration:

(1) The baseline for the Gaussian fit should be constrained
so the tails of the Gaussian approach zero.

(2) It is essential that the presence of the peak is
unambiguous. It should be recognizable with or without
a Gaussian fit overlaid in a 1D histogram (or an oval
overlaid in a 2D histogram).

Figure 6. a) Single conductance trace measured with pTDA at 250
mV bias along with a logarithmically binned (100 bins/decade) 1D
histogram generated from the trace, highlighting the key regions of
the histogram. b) 1D histogram generated from 1000 initial Au−Au
traces collected at 100 mV bias prior to adding a sample, showing a
well-defined 1 G0 peak and a broad feature at 10−6G0 reflecting
instrument noise. These peaks represent upper and lower bounds for
molecular conductance to be observed at this bias. c) Logarithmically
binned 1D histogram of 10000 pTDA conductance-displacement
traces measured at 250 mV in TCB, showing a molecular conductance
peak between the 1 G0 Au contact and 10−6G0 instrument noise peaks.
This peak is fit with a Gaussian to determine the most probable
conductance. Instrument noise should not be mistaken for a
molecular conductance feature, and is typically omitted from
histograms for clarity. The instrument noise peak position shifts
slightly from (b) to (c) due to the change in applied bias. d) Linearly
binned 1D histogram generated from the 1000 Au−Au trace data set
shown in (b) using a bin size of 10−5 shown on a log−log scale. Inset:
Region around 1 G0 shown on a linear scale. e) Linearly binned 1D
histogram generated from the 10000 trace pTDA data set shown in
(c) using a bin size of 10−5. Inset: Region around the molecule peak
shown on a linear scale. Molecular conductance is observed as a peak
between 10−4 and 10−3 G0 and the peak position is determined using a
Lorentzian fit to the data. Note that the conductance peak position is
different when comparing linear and log binned histograms as
indicated in the figure.99
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(3) The peak should be distinct from any noisy background
current and should not overlap significantly with the
instrument noise floor.

(4) Any background subtraction based on clean Au
measurements tends to be inaccurate, as the electrode
structure is changed once a sample is added.

(5) When presenting data, the G0 peak should be included in
all histograms; the height and sharpness of this peak
reflect the data quality.

(6) It is common practice to display a conductance range
that excludes the instrument noise peak, to avoid readers
mistaking this feature for molecular conductance.
Though cropped from figures, the noise is not subtracted
from the data itself.

In addition to 1D histograms, data can also be represented
using two-dimensional (2D) conductance−displacement histo-
grams where conductance is plotted on the y-axis (again using
100 logarithmic bins per decade) and displacement on the x-
axis using linear bins, replicating the layout of individual
conductance traces. The displacement for each trace is first set
to zero at the location where the conductance crosses 0.31
(10−0.5) G0 and the traces are then binned into the 2D map
using a color scale to indicate the frequency of occurrence of
data points across all recorded traces.91 These histograms,
shown in Figure 7e-h, can be thought of as an overlay of all
conductance−displacement traces with the point where
conductance drops below 1 G0 set to zero relative displace-
ment. These 2D histograms reveal the most probable junction
evolution pathways. Similar to 1D histograms, it is best
practice to include the G0 feature in 2D histogram (at negative
relative displacement). When comparing 2D histograms across
multiple experiments, it is essential that the color scale be
consistent and normalized with respect to the number of

included traces. Furthermore, the feature in the 2D histogram
should be clearly visible, and should not require an oval overlay
to distinguish the feature from the noise floor.

Statistical processing of large data sets not only yields
reproducible average conductance values and more accurate
quantitative conclusions, but also enables the identification of
lower probability junction events that may be entirely absent in
smaller subsets of data. For example, the 2D histogram
constructed from 10000 pTDA traces shown in Figure 7h
shows a primary conductance plateau near 10−3 G0 and a
secondary plateau near 10−5 G0. The secondary feature has
been attributed to a dimer configuration, in which two
terphenyl molecules interact via �−� stacking to form a
parallel, cofacial dimer bridging the electrodes as we will
discuss in Part 5.101 This noncovalent geometry results in a
weaker electronic coupling and therefore a lower conductance
signature. Dimer junctions have a lower probability of
formation compared to a single pTDA bridge, making it
difficult to observe in histograms generated from fewer traces.

A subtle yet critical aspect of data analysis, and a common
pitfall, is distinguishing between true molecular conductance
peaks and contamination artifacts. While precautions should be
taken to prevent contamination (e.g., maintaining clean
electrode surfaces, tools, sample purity), false peaks may still
arise. It is therefore essential to reproduce measurements using
independently prepared solutions, tips, and substrates, before
reporting results. Characterizing molecular conductance in
multiple solvents is also recommended. If solvent molecules
produce conductance artifacts, or if a solvent bottle has been
contaminated, data may be consistently misinterpreted.
Evidence of a clear peak from measurements in multiple
solvents suggests the peak is intrinsic to the analyte molecule.

Additional sanity checks should be implemented while
interpreting results. For example, plateau lengths may be

Figure 7. 1D (a−d) and 2D (e−h) histograms generated from 10 (a, e), 100 (b, f), 1000 (c, g), and 10000 (d, h) consecutively collected
conductance traces in a 100 �M solution of pTDA in TCB measured at 250 mV bias. The peak corresponding to instrument noise is typically
cropped from these histograms for clarity. The color scale displayed in (h) represents counts per 2D bin and applies to all 2D histograms in this
panel, normalized to the number of contributing traces. Note that a second peak around 10−5 G0 appears in the histograms with 10000 traces. This
is due to a molecular �-stacked dimer as will be discussed further below.
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compared with those expected for molecules of a similar length
(as measured between linking groups). While plateau length is
not a precise measure of molecular length, dramatic
discrepancies are unlikely. Such comparisons should only be
made between measurements in the same solvent, on the same
instrument, since plateau lengths can vary based on the solvent
and piezo calibration. More broadly, conductance values
should be physically reasonable for a given molecular structure.
Due to the sensitivity of the technique, all potential sources of
contamination must be methodically considered before
assigning peaks.

5. VARIATIONS ON BASIC MEASUREMENTS
5.1. Polar Solvents and Coated Tips
As discussed in Part 3, STM-BJ experiments are frequently
performed in nonpolar, lower-volatility solvents. However,
polar solvents are sometimes necessary, particularly for
studying molecules that are poorly soluble in nonpolar
media, biologically relevant molecules,3,85,102,103 charged
species that carry counterions, or electrochemical measure-
ments that involve redox processes or a supporting electrolyte.
Polar low-volatility solvents such as propylene carbonate (PC)
or dimethylformamide (DMF) can be used in these cases,
requiring tip insulation as described below. Water can also be
used, either in a fluid cell or by adding water drops throughout
the measurement to compensate for evaporation. While most
charged molecules require a polar solvent due to solubility
constraints, there are exceptions when charged molecules with
counterions can dissolve in TCB or bromonaphthalene; in
these cases, measurements can proceed without tip mod-
ification.26

Immersed in a polar solvent, the entire surface area of the
250 �m-diameter wire tip is electrochemically active. A polar
solvent can thus introduce increased background Faradaic and
capacitive currents as shown in Figure 8a, especially at high

bias, resulting in poor signal-to-noise ratios and potentially
obscuring molecular conductance features Figure 8. To
mitigate these effects, it is necessary to coat the STM tip
with an insulating layer such as Apiezon wax,104 exposing only
the apex of the tip. This reduces the surface area that would
otherwise contribute to background conduction (Figure 8b). A
measurement of 5000 traces of pTDA in PC is shown in Figure
8c for comparison. Slight differences in molecular conductance
are observed when comparing measurements in different
solvents; for instance, PC measurements typically result in
slightly shorter plateau lengths than seen in TCB, likely due to
a larger snapback.

Figure 9 presents the procedure used in our lab to coat Au
tips with wax. A soldering iron heating element is fit with a
custom-machined copper platform and immobilized by a
clamp on a support stand. A small amount of wax is deposited
on the plate and allowed to melt. For convenience of
maneuvering the fragile tip, we insert a few mm of Au wire
into a syringe needle with an inner diameter of 250 �m. The
tip is then cut using sharp wire cutters and the shape of the tip
is checked under a microscope. Holding the base of the needle,
the Au tip is dipped into the wax and removed with a quick,
upward flicking motion. Under a microscope, the tip should
barely appear as a point protruding from the wax, as shown in
Figure 9e. If too much of the Au apex is visible, as shown in
Figure 9f, the coating is insufficient.

Coated tips can introduce some experimental challenges. If
wax is applied too heavily, tip−substrate contact can be
difficult to establish, or difficult to reproducibly break due to
the wax “sticking” to the substrate while the tip and substrate
are pulled apart. If the wax is too thin, too much Au may be
exposed and the challenges associated with polar solvents are
not mitigated. It is again advisable to perform baseline Au−Au
measurements to establish tip viability before introducing an
analyte solution. For experiments with a coated tip, it might be
necessary to add a drop of solvent for the baseline
measurements.
5.2. Measuring Current−Voltage Characteristics

Collecting measurements in a polar solvent with a coated tip
enables systematic control of bias polarity, allowing molecular
conductance to be compared under positive and negative tip
bias. These data can be used to construct current−voltage or
I−V curves and observe rectification. During an experiment,
the wax coating significantly reduces the exposed surface area
of the tip electrode compared to the substrate. As a result, the
bias produces a local electric field that is more concentrated at
the tip apex and more dispersed at the substrate. When solvent
dipoles reorient in response to the local field, the subsequent
screening effect is more pronounced at the tip. In a standard
experiment with a plain tip and nonpolar solvent (illustrated in
Figure 10a), the electric field can be considered uniform, and
reversing the bias simply inverts the field experienced by a
bridging molecule. In contrast, in polar media with asymmetric
electrode geometry, reversing bias polarity changes both the
field direction and the distribution of the potential drop, and
thus the field profile experienced by the molecule.

The asymmetric field profile shifts molecular orbital
resonances relative to the junction Fermi level. Specifically,
orbitals shift in their alignment with the tip chemical potential,
while the alignment with the substrate chemical potential
remains rigid. This shift occurs in opposite directions for
opposite bias polarity. As a result, orbital resonances can be
probed at lower biases than in a system with a uniform field.
Therefore, switching the bias polarity in a measurement can
shift molecular conductance peaks, and in some cases alter the
dominant conducting orbital. Importantly, the polarity depend-
ence of molecular conductance means that rectification can be
observed. These relationships along with an extensive series of
rectification experiments in polar solvents have been discussed
in Capozzi et al.11 Rectification is enhanced by the presence of
a supporting electrolyte such as tetrabutylammonium hexa-
fluorophosphate (TBAPF6) which enables the formation of a
denser double layer around the tip. The experiment shown in

Figure 8. a) 2D histogram of 1000 traces measured in PC at 100 mV
bias, using standard Au tip and substrate. Strong background currents
are visible. b) 2D histogram of 1000 traces measured in PC at 100 mV
bias, using an Apiezon wax-coated Au tip. c) 2D histogram of 5000
traces of 100 �M pTDA in PC at 250 mV bias using a coated tip.
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Figure 11 was performed in a solution of 100 �M pTDA and
100 mM TBAPF6 in PC.

To probe I−V characteristics, nonstandard conductance
measurements must be performed. Rather than using a
continuous pull speed to separate the tip and substrate, in
these experiments we pause the piezo movement after a fixed
displacement to hold a molecular junction and sweep the bias
up and down.105 Once the sweep is complete, the electrode
separation is resumed and the junction is broken. A sample
trace showing tip−substrate relative displacement (Δz),
applied bias, and current response is shown in Figure 11a.

Several new parameters and considerations must be made to
implement this procedure.

First, in order to pause the piezo movement with a
molecular junction intact, we must determine the displacement
at which a junction is most likely to form. We first collect a
minimum of 500 standard, continuous-pull traces and
construct a 2D histogram without aligning the traces at the
position of the G0 break. By analyzing this unaligned
histogram, we can identify the displacement distance that
will most likely form a molecular junction. Such a histogram is
shown in Figure 11b, where it is clear that the highest number

Figure 9. Procedure for coating tips for polar solvent measurements. a) Soldering iron with a copper platform fitted at the end. Inset: 250 �m Au
wire positioned in a blunt syringe needle. b) Custom-machined Cu plate. c) Apiezon wax melted on plate. d) Tip is submerged and withdrawn
from melted wax by hand. Inset: shape of hand-cut Au tip prior to coating. e) Well-coated tip as seen under microscope, with apex slightly visible. f)
Insufficiently coated tip with excess Au exposed at apex.

Figure 10. a) Schematic illustrating the effects of a polar solvent and coated tip on electric field profile. In a nonpolar solvent, bias reversal results in
symmetric inversion of the field. A coated tip concentrates the field at the tip apex, while solvent dipoles screen the charge. Bias reversal inverts the
field asymmetrically. b) Energy level diagram demonstrating shifts in molecular orbitals at positive and negative tip bias. The first panel shows
alignment of LUMO resonance with energy � relative to electrode Fermi level EF at zero bias. The middle panel shows how a positive bias shifts the
alignment of the junction Fermi level relative to the orbitals while the right panel shows the same for a negative tip bias. Note that the area under
the transmission curve is very different for the positive (red) and negative (blue) tip bias.
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of junctions are present at a displacement of ∼ 2.5 nm, so we
set this value as an “initial pull.”

Even with a carefully selected initial pull, the success rate of
pausing the piezo movement at the precise moment a junction
is formed is typically between 5 and 15% (if the rate appears
much lower than 5%, the tip may need to be replaced). Unlike
in standard conductance experiments, traces must be sorted
and only those which trap a molecular junction during the
voltage sweep should be used for analysis. It is therefore
necessary to collect a higher total number of traces (at least
10000−20000) to ensure there are enough selected traces to
construct meaningful I−V histograms. To identify which traces
form junctions, we introduce “start-cap” and “end-cap”
parameters. After the initial pull, the piezo motion is paused
and the bias is held constant for 0.025 s (the start-cap) before
the I−V sweep begins. If the average conductance in this
window matches the expected molecular conductance at that
bias, then we confirm a molecular junction is present and the
trace should be used in analysis. Traces that do not show a
molecular conductance signature in the start-cap are excluded
from analysis. If many junctions rupture during the I−V sweep,
a second constant-bias cap can be used at the end of the trace
(the end-cap) to identify traces in which a junction is still
intact after the sweep. Following the end-cap, tip−substrate
separation is resumed to ensure the junction is broken and
instrument noise is detected before beginning the next trace.

Once traces have been selected for analysis based on
conductance signatures present in the start- and end-caps, they
are compiled as current versus time histograms to show the full
segment where the bias is swept from 0 V to +0.75 V to −0.75
to 0 V. These histograms enable visualizing how the junction
responds to the bias. To make I−V histograms, current from
the segment of the trace in which the bias is swept from +0.75
V to −0.75 V is plotted against the measured junction bias and
collected as two-dimensional overlays. Each vertical slice of the
I−V 2D histogram is then fit to a Gaussian to identify an
average current at each voltage (the black curves in Figure 11c-
d), and these values can be used to calculate the current
rectification ratio. In Figure 11c the 2D I−V histogram
obtained from a measurement conducted in PC shows a
rectification ratio of ∼ 2.2 at ± 0.70 V bias. By contrast, Figure
11d illustrates a similar 2D I−V histogram from a measure-
ment in TCB, in which the electric field profile is not modified
upon reversing bias, and as a result no rectification is observed.
5.3. Flicker Noise Measurement

STM-BJ measurements are conducted at room temperature,
making Au atoms near the apex of each electrode likely to
undergo thermally activated rearrangements between meta-
stable configurations. These fluctuations in Au atom positions
influence the Au-molecule interface and the nature of
molecule−electrode coupling, which can be probed by
measuring flicker noise (1/f noise) as explained in detail in
Adak et al. and Magyarkuti et al.101,106 Here, we outline the
basic process for flicker noise measurement and data analysis,
reproducing data from past publications.

Similar to an I−V measurement, the flicker noise measure-
ment requires modification of the tip−substrate displacement
and applied bias profiles. The piezo movement is paused at the
point of junction formation, and the bias is held constant while
conductance is recorded. The default acquisition rate of 40
kHz can be increased to 100 kHz to increase the data
resolution within the hold segment and to ensure that the
frequency dependence of the measured conductance follows a
1/f dependence. As described above in the I−V measurement
section, an optimal initial pull distance must be identified prior
to the measurement to increase the likelihood of junction
formation. Junctions with molecular signatures are identified
by determining the average conductance during the hold
segment and ensuring that this is within the molecular
conductance peak in the 1D histogram.

After data has been collected and traces containing junctions
are selected, a discrete Fourier transform is performed on the
constant-bias hold segment of each conductance trace, and the
result is squared to determine the conductance noise power
spectral density (PSD). A sample trace from a flicker noise
measurement of pTDA is shown in Figure 12a. The
corresponding PSD is shown in Figure 12b where a clear 1/f
dependence is visible, the hall-mark for flicker noise. In the
case of through-bond coupled junctions, this relationship is
purely a result of Au atom rearrangements and exists
irrespective of the bridging molecule structure. Without
demonstrating this 1/f dependence, one cannot conclude
that flicker noise is the origin of the observed conductance
fluctuations. Furthermore, the sample PSD traces also clearly
demonstrate the frequency range that can be analyzed in each
experiment. Published data that do not include sample PSD
traces are therefore not complete.

Figure 11. I−V measurements of 100 �M pTDA with 100 mM
TBAPF6 in PC. a) Sample trace during I−V experiment. The tip−
substrate distance (Δz, green) is first increased until a junction has
formed, then held constant over a bias ramp, then increased again to
break the junction. The bias (purple) is first applied at a constant
−0.25 V following the G0 break (start cap), then ramped from 0 V to
+0.75 V, −0.75 V, and 0 V, then held constant at −0.25 V a second
time (end-cap). The current (orange) during the start and end-cap is
used to identify traces which hold a molecule. The current over the
shaded central region of the bias ramp (from +0.75 V to −0.75 V) is
used to generate I−V histograms. b) 2D unaligned histogram of 1000
pTDA standard conductance traces measured with a −0.25 V bias.
The approximate onset of the conductance plateau (2.5 nm) is used
to set the initial pull in an I−V experiment. c−d) I−V histograms
from measurements of pTDA in PC (c) and TCB (d). The numbers
in the upper right corners indicate the total number of traces selected
based on start and end-cap conductance, which were used to
construct these histograms.
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Flicker noise power can be calculated for each trace by
integrating PSD over the range of 100−1000 Hz; this range is
selected specifically for our instrument. Above 1 kHz, we have
noise from the electronics that dominate (as shown in the
black trace in Figure 12b) and can lead to a roll off of the PSD,
and below 100 Hz, mechanical vibrations and AC electrical
noise contribute to the measured noise. Each group should
determine the best range for their experiments based on the
electronics in use and the ambient noise typically present. For
instance, if there is acoustic noise at 700 Hz, the range that is
integrated should exclude this region. After thousands of traces
are collected, the integrated noise power normalized by the
average conductance during the hold (PSD/G) and average
conductance (G) are calculated for each trace, then compiled
into a 2D histogram to observe the scaling relationship. Figure
12c shows an example 2D histogram for pTDA where two
features are visible, one that is more circular at a high
conductance range typical for single-molecule junctions and a
more oval feature at a lower conductance range indicating a
strong dependence of PSD/G on conductance. Through
measurements of multiple molecules, it was found that PSD/
G scaled as Gx, with the value of x depending on the nature of
the molecule−electrode interaction. Through-bond coupling
resulted in noise power scaling with G1, while through-space

coupling resulted in noise power scaling with G2. It was also
observed that �-stacked dimers where each molecule was
bound to the Au electrode only one side also showed a scaling
exponent x ∼ 2.101 The relationship between noise power and
conductance can be determined by calculating the Pearson’s
correlation coefficient between PSD/Gx and G, then
determining x such that these two variables are uncorrelated
(correlation coefficient is zero).101 As an example, Figure 12d
shows the Pearson’s correlation coefficient against the
exponent x for both conductance regions shown in Figure
12c. The high conductance region has a scaling relation G1.16,
which is close to a linear relationship. The low conductance
region has a scaling relation G1.78, which is closer to a square
relationship. This indicated that the lower conducting feature
was not due to a through-bond coupled junction but likely due
to a �-stacked dimer formed after the single-molecule junction
was broken.
5.4. Push−Pull Experiments
In addition to the experiments described above, numerous
other customizations to the tip−substrate displacement profile
and applied bias modulation can be designed to probe a variety
of junction phenomena.107,108 One such example of an
experiment utilizing a nonstandard tip−substrate displacement
profile is a “push-pull” experiment reported in Camarasa-
Gomez et al.109 Data from this publication has been
reproduced in Figure 13. In this experiment, a molecular

junction is mechanically compressed and expanded by
modulating the piezo. Under such modulation, junctions
containing a ferrocene derivative shown in Figure 13a were
repeatedly stretched and compressed via rotation of the
cyclopentadienyl rings about the central Fe atom, altering the
molecular confirmation within the junction. As a result, the
junction conductance was seen switching between two values
depending on the tip−substrate distance. Conductance values

Figure 12. Flicker noise data reproduced in part from Magyarkuti et
al.101 a) Sample flicker noise measurement trace including a constant-
bias hold segment at 100 mV for pTDA measured in TCB. Tip−
substrate displacement Δz is paused while the junction is held within
the highlighted region. Inset: conductance histogram used to identify
traces which trap a high (red, single-molecule) or low (blue, �-stacked
dimer) conducting junction. b) The red trace shows conductance
noise PSD-frequency dependence for the trace shown in panel (a). A
clear 1/f signature is observed. The black trace shows the average
PSD from 1000 traces where a peak is visible above 1000 Hz due to
some instrument noise. c) Normalized noise power (calculated
between 100 and 1000 Hz) versus conductance for all traces
measured is shown as a two-dimensional plot. The high-conducting
junctions have a more circular feature while the low-conducting
junctions show a strong conductance dependence in noise power. d)
Pearsons’ correlation coefficient against scaling exponent showing that
the high-conducting junctions have zero correlation for x = 1.16 while
the low-conducting junctions have a zero correlation for x = 1.78.
Reproduced from ref 101. with permission from the Royal Society of
Chemistry. Copyright 2018 Royal Society of Chemistry.

Figure 13. a) Top: 1D histogram of 10000 conductance traces
collected for the shown ferrocene derivative at 450 mV bias. Bottom:
normalized 1D histograms of conductance values measured at two
different tip−substrate displacement distances, with the red curve
representing a stretched junction distance and the blue curve
representing a compressed junction distance. b) Top: tip−substrate
displacement profile used in measurement. Distance is oscillated
between two values 0.24 nm apart. Bottom: 2D histogram showing
oscillations in conductance according to displacement distance. Inset:
molecular rotation observed when junctions oscillate between two
configurations. Reproduced from ref 109. Copyright 2020 American
Chemical Society.
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were analyzed in the first hold segment at each displacement
distance, and the compressed segment was found to have
increased conductance by a factor of 6.7 as compared to the
stretched segment.

Push−pull measurements exemplify the versatility of the
STM-BJ technique, as they probe how molecular conductance
and chemical structure responds to controlled mechanical
changes to the junction, rather than looking at response to
changes in an applied bias alone. Beyond these experiments,
customized displacement profiles, holds, ramps, and bias
modulation can be further creatively combined to design
measurement protocols tailored to specific chemical and
physical questions.

6. CONCLUSION
In this tutorial, we have provided a practical, step-by-step guide
to instrument development, experimentation, data interpreta-
tion and histogram analysis, as well as possible variations to the
standard experiment. We have emphasized hands-on consid-
erations such as tip preparation, noise mitigation, and
automation parameters to support researchers and students
new to the field, and to promote reproducibility across
laboratories. Additional instrumentation can be added to the
STM-BJ setup to measure many other properties,39 such as
bond rupture forces,110−112 thermopower,61−63 electrochem-
ical phenomena,22,64,113 irradiated junctions,114−117 and
electroluminescence,71−73 to name a few. We believe this
work will serve as an introduction and a reference point for
STM-BJ experiments as the field of single-molecule electronics
continues to evolve.

The STM-BJ technique has become an important method
for probing charge transport through single molecules.
Achieving reproducible, meaningful results requires careful
attention to instrument stability, grounding, and potential
sources of contamination. A thorough understanding of the
features and artifacts observed in conductance-displacement
traces is essential, as misidentifying conductance peaks,
impurities, and noise signals can lead to misleading
conclusions. This tutorial aims not only to improve data
quality, but also to encourage critical evaluation of published
work in the growing STM-BJ literature.
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